
 
 

Waste Drum with Resin Matrix  

Active Volume: 200 liters 

Resin Density: 1.0 g/ml 

Total Activity: 600 MBq ± 15% 

 Ba-133: 150 MBq 

 Cs-137: 150 MBq 

 Co-60:   300 MBq 

Activity Calibrated 

ISO17025 DAkkS accredited calibration certificate 

Activity Uncertainty ≤ 10% at 95% confidence level (k=2)  
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Rod Sources 
A single source or a set of sources positioned in the waste drum. Use with various matrices for 
different attenuations.  
 

Product 
Code Isotope Activity Total 

Activity 

EG-LINE-1 

Am-241 
Ba-133 
Eu-152 
Cs-137 

800 kBq 
450 kBq 
450 kBq 
100 kBq 

1.8 MBq 

EG-LINE-2 Am-241 
Eu-152 

148 kBq 
148 kBq 296 kBq 

EG-LINE-3 Am-241 
Eu-152 

370 kBq 
370 kBq 740 kBq 

EG-LINE-4 

Am-241 
Ba-133 
Cs-137 
Co-60 

370 kBq 
1.11 MBq 
185 kBq 
185 kBq 

1.85 MBq 

EG-LINE-5 

Am-241 
Ba-133 
Cs-137 
Co-60 

370 kBq 
370 kBq 
37 kBq 
37 kBq 

814 kBq 

EG-LINE-6 Ba-133 
Eu-152 

277.5 kBq 
277.5 kBq 555 kBq 

RFQ1415 7601 120 kBq 120 kBq 
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